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When it comes to moving goods, the PRO XD 2000D 
AWD is made tough to withstand Australia’s harsh 
conditions. 

Ideal for the mining sector, construction industries, 
government and rental markets.  The PRO XD 2000D 
AWD offers durability, serviceability and safety, 

We at Blue Diamond Machinery can customise to your 
site specific needs. 

      2000D AWD



ENGINE & DRIVETRAIN

Displacement / Engine Type 898cc / 3-Cylinder Kubota® Diesel

Drive System Type AWD - Ultra Turf

Horsepower / Torque 24.5 HP

SUSPENSION

Front Suspension 22.9 cm

Rear Suspension 22.9 cm

Front Tyres 26 x 10-12 Duro® DI-2042 Power Grip (M/T)

Rear Tyres 26 x 10-12 Duro® DI-2042 Power Grip (M/T)

Wheels 12 x 6 HD Steel - Gloss Black

DIMENSIONS

Bed Box Dimensions 
(L x W x H)

110.5 x 137 x 29 cm

Fuel Capacity 43.5 L

Ground Clearance 27.9 cm

Vehicle Size (L x W x H) 320 x 159 x 191 cm

Towing Capacity 1,134 kg

Dump Box Capacity 567 kg

Dry Weight 723 kg

ADDED FEATURES

Instrumentation

All Digital Gauge, Speedometer, Odometer, Tachometer, 2 
Tripmeters, Hour Meter, Gear Indicator, Fuel Gauge, Engine 
Temperature, Hi-Temp Light, Clock, Clutch Belt Slip Warning, 
Glow Plug Indicator, Low Oil Pressure Indicator, Seat Belt 
Indicator, Parking Brake Engaged Alarm

Other Standard Features Horn, Backup Alarm, Kevlar backed vinyl seat covering

Speed Management Safety
Speed limited to 42kmh. Optional accessory to further speed 
limit to 24kmh
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